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desire to call in person,—but we adhere strictly to our rule to do 
just as well by those who order by mail. To insure prompt ship- 
ments, orgers from strangers should be accompanied by cash or satisfac- 


(} sei A hearty welcome is extended our customers who may 


tory reference 

Full Shipping directions should be sent with order, but when choice is 
left with &, we always attend personally to selecting the route and obtain- 
ing best sats of freight (either by New York, Biidelpi or Baltimore). 

Goods shipped by water will be pyoured when so directed, and pre- 
mium charged in bill, or will accom jany freight charges. No charge is 
made for pa king or drayage. All ‘coods will be delivered free on board 
cars, at cur @ctory, and in all cases must be at purchaser's risk—after 
shipment—tM® carrier alone being held responsible, if loss or delay occurs 

Through bills of lading given to all prominent points. On small or- 
ders, freight to Baltimore.is about 15 cents per hundred ; to Philadeiphia, 
20 cents; and to New York, 30 cents per hundred. 

Careful attention given to contract work for special purpose. Compe- 
tent draftsmen constantly employed to make drawings and estimates. 


ERMS. Our terms are 30 days, in current funds. Orders from 
i parties unknown to us must be accompanied by the cash or satis- 
factory references. We do not consign or send out goods unsold, 
Remittances may be made by Check, Draft (New York preferred), Postal 
Order, or by Express, prepaid. 

We have found the cash system, or part cash and good security for 
balance, indispensable, in order to avoid taxing responsible customers for 
what is lost-by the irresponsible, and to enable us to keep down the price 
of our goods while keeping up the quality to the highest standard. 


 fABRANTEHE. All articles manufactured by us are warranted 

\/ Ibe as represented—that is, to be well made and of good ma 
terial—and in no instance will they be taken back, except in cas« 
of imperfection. A fair trial, say one week, is allowed after receipt o 
machine, and any dissatisfaction upon the part of purchase must be made 
known to us, or our agent, within that time, and opportunity be given te 
make it satisfactory; in case of failure, the machine may be returned at 
our expense, and all payments refunded. 

Our facilities for manufacturing are such that we can usually prompt- 
ly execute all orders for machinery, whether of wood, iron, or steel. All 
‘inquiries will be answered to the best of our ability. 

Respectfully, 
AN, bys PEN OOS (CO). AMINO BIO! 


—YMMPROVED PATENT THRESHING MACHINES. 


D 
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FPARQUTAL’S 


WARRANTED THE BEST IN USE. 

No machine is of greater importance to the farmer than that which saves his grain 
crop ; and it will always pay him to get the best. Having long made the manufacture 
of Threshing Machines a specialty, and expended thousands of dollars in experiment- 
ing and perfecting them, we are now able to offer a machine which we will warrant 
superior to any other in the market,—in durability, light draft, simplicity, perfect 
operation, mechanical construction and general efficiency. This is saying a good deal, 
we know, but we will stand by it. (See warranty, page 8.) 4 

We make many different kinds and sizes, as shown by engravings upoifthe following 
pages, from the twelve-horse steam separator to the one-horse tread powerfaachine ; but 
all of them belong to one family and may be distinguished by the following Characteristics. 
The cylinder and concaves are made of wrought iron and the teeth of steel, fastened in 
by screws and nuts ; the side plates and all parts liable to wear are iron. The shafts and 
pinions are steel. The boxes are genuine anti-friction metal and selfoiling. They are 
arranged for either belt or gear. 

All of them have my patent duster, which feeders will appreciate, and the concaves 
of all are adjustable. In short, the machine combines the advantages of all othe’s in the 
market, and will last a life-time with careful usage. 


THE FARQUHAR SEPARATOR AHEAD! 


At the Centennial Field Trials, held July 18th. to 22d, 1876, 
at Schenck’s Station, Pa. 


ne 
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THE FPAROURA RSE Pr ReATOR. 


Exhibited at the Centennial, received the medal and highest award of merit as shown 
by the following report of the Judges: 


INTERNATIONAL EXHIBITION. 


PHILADELPHIA, 1876. 


The undersigned having examined the Farquhar Separator, respectfully recommend 
the same to ghe United States Centennial Commission for award for the following 
reasons, Viz. : 

For great\strength, simplicity of construction, efficiency, and for the following 
specialties : 

Peculiar form of threshing drum and concaves, the teeth being so shaped as to avoid 
breaking the grain. For vibrating carrier, composed of ribbed sheet iron with projecting 
motches, with open spaces for the passage of the grain to conveyer. For the agitators 
which shake the grain from the straw. For the adjustable self-regulating fan, and 


for the measuring hopper. 
JouNn COLEMAN, Judge. 


Approval of Group of Judges. 
Joun P. REYNOLDS 
James Bruce, 
EKEDA KENzo, 
E. OLDERDORFF. 


A teue copy of the record. 


Francis A. WALKER. 


Given by authoriiy of the United States Centennial Commission. 


A. T GosHoRN, J. L. Campse Lt, J. R. Hawtey, 
Director-General. Secretary. President, 


‘Phe following are the only machines that developed a high rate of threshing : 


i : Size Cylinder of Weight of Sheaf : 
| | SER: Thresher. | Wheat Threshed. use: 
| caer aa 
iy) Tdeheoplehe 5 15 6 horse | 30 inch 2000 lb. | 1414 minutes. 
t 
(Geiserseern cee on ies Lomein | Ga, & | 2000 “ 16 & 
Westinghouse. TOMInes SOveee |. Bee | Loy ee 
1 
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It will be seen that the two machines with which we were in closest competition, were 
each two sizes larger and were driven by 66 per cent. more power than the “Farguhar,” 
but, with these odds against us, we beat the time of one by 7, and the other by 10 


per cent. > 


THE EA ® URAR SEPARATO 


Took the highest prize awarded Separators—the Silver Medal—at the Paris Expos 
| tion; and drew the highest prize at the Field Trial, on account of its lightness of 
. draft, rapidity, and economy of work. Zhe machine was sold on the ground. 


ML 
SS 
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THE FARQUHAR SEPARATORS 


Are fast taking precedence, and they are acknowledged the leading machines wherever 
they have been introduced. 


They are now being sold throughout Europe, Australia, and South America, as 
well as in all parts of the United States. 


Shall be pleased to send a copy of testimonials upon application. 
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THRESHERS AND: CLEANERS. 


FARQUHAR'’S 
Pia oe PARA PORS. 


The Thresher and Cleaner, or ‘‘Separator,’’ as its fame indicates, is designed to complete 
the process of saving the grain; first threshing it, then separating from the straw, then clean- 
ing it, and, lastly, bagging it ready for market. Where there are no barns or threshing floors 
the Separator is indispensably requisite to profitable grain farming. And even with the most 
approved arrangements for threshing, it will pay a good interest in saving of grain and labor 
to lay aside the old-style wasteful open thresher and hire or buy a Separatof. The farmer 
wants a machine that will thoroughly thresh, separate, and clean all kinds ofjfgrain, no mat- 
ter what its condition. This is a difficult thing to do—so difficult that many thousands of 
dollars and a vast amount of brain labor were expended before the present comparatively per- 
fect machine was produced. ‘The next effort was directed to lessening the complications of 
parts and divesting the machine of all superfluous attachments, and in this we flatter our- 
selves that we have been eminently successful. 

The Farquhar Separator has few belts and little gearing, and, consequently, is remarkable 
for its durability, simplicity, and light draft. See previous remarks under head of Threshing 


Machines. 
GENERAL REMARKS. 


The four-wheeled Separators are all arranged so that the front wheels pass under the ma- 
chines, enabling them to turn around in from 15 to 20 feet space. The wheat is delivered 
from a spout in the most convenient place, near the center of the machine, and every grain 
that passes through the cylinder is caught in the bag or measure—no waste anywhere. The 
separation of the grain commences in front of the concaves and continues to the extreme end 


of the machine. 
THE THRESHER CYLINDERS 


are all made of the best wrought iron. The steel teeth are all threaded and fastened with 
nuts. The shaft is steel and runs in self-oiling anti-friction metal boxes, and suited to either 


gearing or belt. 
THE CONCAVES 


are made of iron like the cylinder bars, and are arranged with blanks suiting all kinds of 
grain ; the spikes are all interchangeable and secured with nuts. ‘They are adjustab/e to the 
cylinder by a self-sustaining cam, and can be moved up or down without stopping t#) machine. 


NO DUST 
is thrown in the face of the feeder by this machine. The construction of the cylinder cover 
(peculiar to our threshers and patented) sends the dust back with the chaff, where it belongs. 


THE SEPARATOR ATTACHMENT 
is constructed on the vibrator principle which has been demonstrated to be the best. The 
vibrating parts are so supported upon swinging hangers as to give the easiest and at the same 
time the most efficient movement for the purpose of separating the grain from the straw. The 
movement of the vibrating parts is so adjusted that they balance each other, allowing the ma- 
chine to sit steady. This part of the machine, which is usually so complicated as to give 
endless trouble; is in our Separators perfectly simple. 
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TAILINGS ELEVATOR (Farquhar’s Patent). 


This troublesome attachment, in other Separators, is simple, durable, and cannot be 
choked in ours. The working parts are made entirely of iron. (See engraving on page 67). 

There is a screen in the bottom of the elevator which sifts out the cockle, chess-dirt, and 
other impurities. 

THE STACKER 
will carry away the straw, and, if desired, both the chaffand straw. It is of the best pattern. 
Stackers are generally ordered with the Farquhar Vibrator, but are never sent with the Far- 
quhar Rake Separator, unless specially ordered. 
° 


FINISH. 


The machine is constructed upon scientific principlés and of the best material, and no 
pains are spared with the workmanship. Both wood and iron are well protected by the best 
paint. 

THE GEARED MACHINE 
(i. e., connecte 7 With horse power by gear) possesses many advantages, among which are the 
following: All\she power of the team is directed upon the thresher, and there can be no loss 
by slipping as with the belt ; consequently, the machine will do more work or run easier, do- 
ing the same work. Where parties use horse power we would recommend gearing. Geared 
Connections with horse power are used almost exclusively in this section. 


CHAIN BELTS. 

Persons who have been tormented with machines with a dozen or more leather or gum 
belts (the failure of any one of which to properly drive its pulley causes a choke up), will be 
able to appreciate the great advantage of this improvement. 

The chain belt never slips or breaks. 


CAPACITY. 


It is hard to estimate the capacity of a threshing machine, so much depends upon the 
power and quality of the grain, but we will warrant the Farquhar Separators to do as much 
work with the same power, and do it as well or better than any others in use. 


MOUNTINGS. 


All machines are framed on sills and may be used with or without wagon or trucks at 
pleasure, but would recommend their always being mounted 


ON FOUR-WHEEL WAGONS. 
Our wagons are very strong and convenient; the front wheels passing under the machine 
—all are preg. 4ded with thimble skeins 


ON TWO WHEELS OR TRUCKS. 

Parties buying small size machines (No. 4) for their own use may (on the score of econo- 
my) advantageously use them on two wheels or trucks. Mounted in this manner the machine 
is readily moved about the threshing floor by hand ; and in transportation the tongue is fast- 
ened to the axle of a wagon or cart. 


SUPPLY OF MACHINES. 

Up to this date we have had difficulty in filling the large number of orders we have re- 
ceived for our Separators, but have now so largely increased our capacity for manufacturing 
and our stock, that we think we can promptly fill all orders; but would advise their being 
sent in as early as possible. 
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CirailN BELLS: 


wur New Iron Chain Belts have been found a great improvement upon the cog 
gearing or leather or gum belts, running more quietly and less apt to break than the 
former, while they are more durable and efficient than the latter. 

The chain belt cannot slip and will not wear or break in ordinary use, but in case 
of accident a new link can be substituted in a moment,tas illustrated in engraving below. 
Extra links are sent with the machine. 


Iliustration of the mode of coupling links together: The chain hinges around 
the wheels with back of hook next the wheel and cannot detach. 


Showing application of chain to driving pulleys. 
The motion is positive, avoiding friction 
and strain on journals. 


Tailings Elevator and Scraper Attachment. 


mice ol Separation Chainer foot... sities.) A a, 16) Cents: 
Eniceofeblevatopbucketwe- eer eee tani) 2s | «colcents. each 
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THRESHING ENGINES. 


We would call especial attention to our threshing and portable engines, full description of 


which will be seen on pages 91, 92, 93, etc., etc. 


HORSE POWERS 


are illustra ed on pages 80 to 86. 
The ] arquhar Dingee is the highest priced and best. The Pennsylvania and Climax 


) 
are somewhat cheaper, and are very good and popular powers. 


THE FARQUHAR RAKE SEPARATOR. 


The cut on the following page will illustrate the Farquhar Rake Separator, which has 
a capacity of from 20 to too bushels of wheat per hour, according to the size. Where 
machines of greater capacity are desired, we would recommend the Farquhar Vibrator, ; 
shown on pages 65 and 67. : 

In addition to the foregoing particulars, we would call attention to 


THE FAN OR CLEANER 


with self-regulating blast, the result of long-continued and expensive experiments. Its 
movement is easy and the operation perfect, delivering the grain cleaner than it can be 
made by any hand fan into a measure or bag as desired. [~~ Millers pay from one to 
three cents more per bushel for Wheat cleaned on the Farquhar Separator, because so free 
from impurity. The grain is separated upon a new principle by means of rollers and 


combfvhich cannot be choked and are durable. 
SELF-REGULATING BLAST. 


We have also improved this important feature of our machine, securing more perfect 
control and adaptation to all kinds of grain, and believe the fan, as now made, is the most 


perfect and durable in existence. 
THE SEPARATING PARTS 


are constructed of counterbalanced rakes, which thoroughly shake up and separate the 
grain from the straw. 
See Price List, pages 68 to 7o. 


< FARQUHAR’'S RAKE SEPARATOR OR THRESHER AND CLEANER WITH 
aN MOUNTED HORSE POWER COMBAETE. 
: = Was awarded the Medal and Highest Diploma at the Centennial, and also at the Paris Exposition. 


{@ Warranted one of the most Durable, Lightest of Draft, and most Efficient in the World. 
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The above cut shows the machine geared with the Climax power, and ready for work, with Tailing Elevator and Straw Stacker, 
A Shute attachment furnished in place of Stacker, when desired. 


{= It Threshes, Separates, Cleans, and Bags ready for market; wastes no grain ; is strong, light, and durable, 
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FARQUHAR VIBRATOR 


THRESHING MACHINE. | 


For threshing upon an extensive scale, we claim that the Farquhar Vibrator has no equal 
in existence. The testimonials in its favor are so strong as to be almost incredible.. It is ac- 
knowledged to thresh more rapidly, saving all kinds of grain and delivering it in better con- 
dition than any other machine. It will thresh all kinds of grain in the most perfect manner, 
cracking none and wasting none. Combined with the Farquhar Ajax Portable Engine it 
makes a ma jificent outfit, and with the Farquhar-Dingee Power, the best Horse Power ma- 
chine made 4>r extensive threshing ; but for moderate crops, 500 bushels of wheat or less per 


day, the Farquhar Rake Separator, as illustrated on preceding pages, has no superior. 

1.—The roof is so arranged as to thoroughly protect it from the weather. 

2.—The front wheels pass under the sills, thus admitting a short turn. 

3.—The concave is so arranged that the threshed grain passes through to the conveyor 
below, preventing its being cut. 

4.—The winged beater is so situated as to effectually stop all flying grain. 

' 5.—The straw passes from the beater over an open slat-work bottom, so managed as thor- 

oughly to shake out every grain. 

6.—The grain is delivered to the fan by an iron conveyor which extends back under the 
eoncave to the shoe of the fan. The outer end being provided with a coarse sieve which pre- 
vents the rough stuff and straw falling on the riddles of the fan. soy 

7.—The machine is counterbalanced and stands firm without bracing. . 

8.—The separating parts are of great width and capacity, insuring the preservation of all. 
the grain. ae 

g.—It is provided with the Farquhar celebrated patent elevator, which is durable and: 
never chokes. . 

10.-$u he spikes and shafts are made of steel ; the cylinder wrought iron, and all parts of 
the machine fitted up and finished in the best possible manner. It costs less for repairs than. 
any machine made. 

A great advantage of the Vibrator is that for $50 a clover-hulling attachment may be ad- 
ded at any time, making it worth $300 extra as a clover huller. . 

This attachment is no experiment ; hundreds of them are in use doing as good work as a 
regular clover huller, and is attached for use in a few minutes. 

The Farquhar Vibrator is especially adapted to threshing wheat, oats, rye, barley, flax, 
timothy seed, and with the attachments, clover seed and rice. 

[<5 For further particulars, see pages 55 to 62, describing the construction of the Far- 


quhar Separators. 
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UNIVERSALLY PRONOUNCED THE BEST THRESHING MACfIINE IN EXISTENCE, 


A. B. FARQUHAR CO., LIMITED, YORK, PA. 


|SIMPLE, DURABLE, ECONOMICAL. UNEQUALED IN ALL KINDS OF GRAIN, 
OATS: WHEAT BARTLEY coh Y yeh La Ok RICE, 
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No. 
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Price of Farquhar Vibrator Thresher. 


. 14—Vibrator, cylinder 36 inches by 22% inches (over spikes), separator 50 inches wide, mounted! 


on 4-wheel wagon, with 18-foot hinged stacker and hoisting rig, Farquhar’s patent tailing ele- 
vator, with feeder’s platform and side table, all belts (except main drive belt from power or 
engine to cylinder), sieves for wheat, oats, barley, and cheat screen, wrench, oil can, and usual 
extras, whiffletrees and neck-yoke. Capacity, 100 to 150 bushels wheat, and 150 to 250 
bushels oats per hour...... 9030000000 papd00500° gagdodaanga00nb809 0000000000000 gosnoscna9se0096n00000096000 onto 
12—Vibraf or, cylinder 32 inches by 2214 inches (over spikes), separator 45 inches wide, mounted 
on 4-heel wagon, complete as above. Capacity, 85 to 120 bushels wheat, and 120 to 200 
bushe oats per HOUL......ssccssecessscsereseers ono, dooos00o00000 10005 600071000000 nbDGND DODOBUGHOE HOSS OABSnaCc 
10—Vibrator, cylinder 28 inches by 223% inches (over spikes), separator 41 inches wide, mounted 
on 4-wheel wagon, complete asabove. Capacity, 60 to 80 bushels of wheat, and go to 100 
bushels oats per hour........scsesesecereees Be50060 S09n0c0s5DE80: 400000000000 Seecesessemsseyeeesesccvsesncsiars 
8—Vibrator, cylinder 24 inches by 221% inches (over spikes), separator 37 inches wide, mounted 
on 4-wheel wagon, complete as above. Capacity, 30 to 50 bushels of wheat, and 60 to 1oo 


bushels oats per hour....... paggeco09e2400000 90999000000800000 Bo0daG000000000 0nDeO9 DaARENEcEOCROCIOAONDSSOO0 
If vibrators are wanted on sills, not mounted on wagons, deduct from above price............. 
Extra! forisidesoeateescnecteradceeanescstenecceer ec tenencedsacaenmesaet-seerrenyarcsiesesises see eaten 
If stacker not wanted deduct............ s900000500000000 SAinonaachadabdd00 cosodaseQaddedes aodoubosdeEadcoabes 


$440 


420) 


400 


360 
45 
25, 
30 


Price of Farquhar Vibrator Connected with 


No. 


No. 


No. 


No. 


No. 


No. 


No. 


Engines. 


14—Vibrator, as described above, with stack and all extras, with 10 horse Ajax engine, portable, 
ficomplete as described on page 95,) both mounted on wagons, with main belt and everything 
omplete! ready, forkjOnleeeccameeiieesteteseesas oliertins see ane -eceeEeReeeyie ater onosangcobonsnunnocHoasscna 
14—Vibrator, complete as above, with 12 horse Ajax portable engine, (as described on page 95, > 

both mounted on wagons, with main belt and everything complete ready for work.. 
12—Vibrator, complete as above, with 10 horse Ajax portable engine, (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work............... 
10—Vibrator, complete as above, with 8 horse Ajax portable engine, (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work.........-...+ 
10—Vibrator, complete as above, with 10 horse Ajax portable engine (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work...........+.. 
§8—Vibrator, complete as above, with 8 horse Ajax portable engine (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work...........+5 


§8—Vibrator, complete as above, with 6 horse Ajax portable engine (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work.........e0+0 


$1060 


1135, 


66% 


FARQUHAR LOW-DOWN VIBRATOR~Ricut SIDE. 


A. B. FARQUHAR CO., LIMITED, YORK, PA. 


It is much lower than any of the old style on the market, being only six feet high from the floor. ‘This low height, to all practical thresher- 
men, will present itself as an immense advantage in moving from one place to another, especially in hilly countries. 

The cylinder being four feet eight inches from the floor, threshermen have much less labor pitching bundles on to the table than if the cylin 
der were seven feet high, as is generally the case. Much more work can be done by the same men. ‘The feeder’s platform is very low, thus 


enabling the feeder to get up and down easily and quickly. 
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66% 
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FARQUHAR LOW-DOWN VIBRATOR. 


66% 


wVORK PAY 


A. B. FARQUHAR CO, LIMITF 


Showing position of shaker or straw agitators, also cylinder, grain table, fan, and various other 
working parts. | 


0634 A. B. FARQUHAR CO., LIMITED, YORK, PA. 


Price of Farquhar Low-Down Vibrator 
Thresher. 


No. 14—Vibrator, cylinder 36 inches by 22% inches (over spikes), separator 52 inches wide, mounted 
on 4 wheel wagon, with 18-foot hinged stacker and hoisting rig, Farquhar’s patent tailing 
elevator, with feeder’s platform and side table, all belts (except main drive belt from power 
or engine to cylinder), sieves for wheat, oats, barley, and cheat screen, wrench, oil can, and 
usual extras, whiffletrees and neck yoke. Capacity, 100 to 150 bushels wheat, and 150 to 
250 bushels oats per Nour........ccsscseccesecereeerere 5600800 296090000000050 pdGc0napa00sa606050c00H000008 $440 


No. 12—Vibrator, cylinder 33 inches by 221% inches (over spikes), separator 49 inches wide, mounted 
on 4-wheel wagon, complete as above. Capacity, 85 to 120 bushels wheat, and 120 to 200 
bushels oats per hour....... ondconoeDacases93005 spsanaesancagsnosone5c000 =¢009 Sassqsegsn5N0b0 poscHacSosDGNSSS 430 


No. 103—Vibrator, cylinder 30 inches by 22% inches (over spikes), separator 45 Inches wide, mounted 
on 4-w}, eel wagon, complete as above. Capacity, 75 to 100 bushels wheat, and 110 to 175 
bushelg oats per hour............ 9 AoecceaS000ce ShooLonGa nsSoasee 68500N0 S oncoptoan nooaaDuNdosauaganAORUSHNS 490 


No. 10—Vibrator, cylinder 27 inches by 22% inches (over spikes), separator 41 inches wide, mounted 
on 4-wheel wagon, complete as above. Capacity, 60 to 80 bushels of wheat, and go to 100 
bushels\oatsipemhounnsressse ee eeee settee eee eeneeen Meet cesenete sete cleteteescelesssstedeicgierscosecsseces 400 


No. §—Vibrator, cylinder 24 inches by 22¥% inches (over spikes), separator 35 inches wide, mounted 
on 4-wheel wagon, complete as above. Capacity, 30 to 50 bushels of wheat, and 60 to 100 


bushelstoatsjpem ou eetes ee seere tees ees eee seen eae weecee eee tea nics ig sessed cslses's A GODEEENBIOGOBOOECS 360 
If vibrators are wanted on sills, not mounted on wagons, deduct from above price........+++. 45 
Extra for side GCAT...--....-2. Soowectwe se GongdeOTEOCODONDnD Gosdededacoeoaoabo0s Seals Wee Secuisawncineecsees 95 
Iifistackermotawantedindeducteessspeeeeteeeeree terete cee eee eee Rivetesdre daesees Aascee aeeeccodeaes ee 30 


Price of Farquhar Low-Down Vibrator Con- 
nected with Engines. 


No. 14—Vibrator, as described above, with stack and all extras, with 10 horse Ajax engine, porta- 
ble, (complete as described on page 95,) both mounted on wagons, with main belt and 
Pp. PERKS &)5) g' 


everythingscomplete_nead yalorswOrksesmensesieneesaannaernancscntdeesecenesertacelaeesennsinnscaceeseneee $1060 
No. 14—Vibrator, complete as above, with 12 horse Ajax portable engine, (as described on page 95,) 
bo h mounted on wagons, with main belt and everything complete ready for work............ 1135 
No. 12—\p brator, complete as above, with 10 horse Ajax portable engine, (<s described on page 95,) | 
wth mounted on wagons, with main belt and everything complete ready for work............ 1040 


No. 104—Vibrator, complete as above, with 8 horse Ajax portable engine, (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work............ 950 


No. 104—Vibrator, complete-as above, with 10 horse Ajax portable engine, (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work............ 1035 


No. 10—Vibrator, complete as above, with 8 horse Ajax portable engine, (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work............ 930 


No. 10—Vibrator, complete as above, with 10 horse Ajax portable engine, (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work......,-.... 1015 


No. §—Vibrator, complete as above, with 8 horse Ajax portable engine (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work............ 880 


No. §—Vibrator, complete as above, with 6 horse Ajax portable engine (as described on page 95,) 
both mounted on wagons, with main belt and everything complete ready for work...........- 850 


A. B. FARQUHAR CO., LIMITED, YORK, PA. 
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No. 


No. 


No. 


A. B. FARQUHAR CO., LIMITED, YORK, PA. 


Price of Farquhar Vibrators with Horse 


_ Power. 


. 12—Vibrator, as described above, with stacker and all extras, with 8-horse Farquhar Dingee pow- 


er (as described on page 82), connected by gear on main belt as desired. Both mounted on 
wagons, and everything complete ready for work, making the best horse-powey outfit in exis- 


12—Vibrator complete, as above, with 10-horse Farquhar Dingee power (as described on page 82), 
connecte dby gear or main belt as desired. Both mounted on wagons, complete ready for work 


10—Vibrator complete, as above, with 6 to 8 horse Climax power (as described on page 81), con- 
nected by gear or main belt as desired. Both mounted on wagons, complete ready for work... 


10—Vibratof, complete, as above, with 8-horse Farquhar Dingee power (as described on page 82), 
connect}il by gear or main belt as desired. Both mounted on wagons, complete ready for 


WOR | |\\eccbobaagens covppooau Docadonds cyDnoN9060 cemoda NED SncaCaboOSOsDdaSSDEROSUZOOD ANODE NEHREDAdBEOs eDNBA0000 


8—Vibrator complete, as above, with 4 to 6 horse Climax power (as described on page $1), con- 
nected by gear or main belt as desired. Both mounted on wagons, complete ready for work... 
If wagon is not wanted deduct $45 for either power or separator. 
100 feet Gum Belt furnished with each belt power outfit, 


$640 
650: 


560: 


620) 


510 


Price List of Farquhar Rake Separator without 


No. 


Power. 


9—Rake Separator, 30-inch cylinder for 6 horses, capacity 50 to 75 bushels of wheat or 75 to 

125 bushels of oats per hour—weight 2200 lbs., mounted on 4-wheel wagon with tailing ele- 

vator, feeder’s platform, side table, all. belts (except main drive belt, from power or engine to 

cylinder) swrench) oilecanyandsusualextraspeessseeeteee sreeeeeecnce-ceeece sean cenontere ese cceene 
Q—Rake Separator, as above, with Folding Straw Stacker extra..cesscceccceseceseececsseeeeeeseeeeeean, 
3—Rake Separator, 26-inch cylinder for 4 to 6 horses, capacity 30 to 50 bushels of wheat or 40 to 

100 busheis of oats per hour—weight 2000 lbs., mounted on 4-wheel wagon, complete as above 
38—Rake Separator, as above, with Folding Straw Stacker extra .........2..seseerceeseeceeececeeceseness 
4—Rake Separator, 22-inch cylinder for 2-horse railway or 4-horse sweep power, capacity 20 to 
40 bushels of wheat or 30 to 60 bushels of oats per hour—weight 1800 lbs., mounted on 4-wheel 
WACO, COIN HWGKS AG AMOS s006 505950960000 Jn9050000 noDAnAHoNDsBAs0qA9900005000 95000 aaoA0ON7HoNEBDOBDAOdCo 
Rak(, Separator, as-above, with Folding Straw Stacker extra ............c2secesereeeceereceeereercee 
Wf n above Rake Separators are wanted not mounted on wagons, deduct from above prices.. 
Fo No. 4 Rake Separator on 2-wheel truck, deduct from price of machine on 4-wheel wagon 


4 


i 
Extra for gear or belt to connect with pOwe’..............:0ceseccseseesceceseeeee renee 


Price of Farquhar Rake Separator with 


Engines. 


No. 2—Rake Separator, as described above, with 6 horse Ajax portable engine, (as described on page 


95,) with main belt —both mounted on wagons, and everything complete ready for work, mak- 


ing a perfect steam Power OULtfit........--ceeeeeeeecee en seeseeeeecee eee eeeseececseeeesesecuesereeeee erences 
No. 2—Rake Separator with 8 horse Ajax portable engine, both mounted or wagons, complete ready 
for work, as described above, with main belt..........-..--0s-cceseeeeecoseeeceecareeceecesseseceessens 
If Separator is wanted not mounted on wagon, deduct..... Reece mobeRoovcinaeesss ene eeeccest Cones 


If Hinged Stacker is wanted, add..s,...ssessssercccceesce screens econo Seven hee Soe e eau ee ee ee 


750 
770 


40 
25 


No. 


. 4—Rake Separator with 5 horse Ajax portable engine, both mounted on wagons, cor 


A. B. FARQUHAR CO., LIMITED, YORK, PA. 


3—Rake Separator, as described above, with 5 horse Ajax portable engine (as described on page 
95,), With main belt—both mounted on wagons, and everything complete ready for work...... 
8—Rake Separator, with 6 horse Ajax portable engine, both mounted on wagons, and everything 
complete ready for work, as described above, with main belt...........sssecseeccoecsccscsceeseeoness 
3—Rake Separator, with 8 horse Ajax- portable engine, both mounted on wagons, complete ready 
for work, as described above, with main belt........ Reece CECB DERE oO and aCHOSOnoce Dot aco SOr ena RONOCE 
3—Rake Separator, mounted on 4-wheel wagon, with 8 horse vertical engine mounted on 2 
wheels (as described on page 97), complete ready for work, as above, with main belt......... 
If Separator is wanted not mounted on wagon, Ceduct.....cccssesseseeeesees ACODECE ECORI CROOCHOOUBEE 
If Hinged Stacker is wanted, add....... delaves= aeedeasee Siisseeacseet os =actietecesaa ODCCSCCCBEGOCS Basaater 
4—Rake Separator, as described above, with 4 horse Ajax portable engine (as described on page 


95), with main belt—both mounted on wagons and everything complete ready for work........ 


for work, as described above, with main Delt ....0...--..ssceseceo-erevcovcessccoccas GMs 0ccesescees 


4Rake Separator mounted on 4 wheel wagon, with 6 horse Vertical engine mounted on 2 wheels, 


(as described on page 97,) complete ready for work, as above, with main belt.................. 


. 4—Rake Separator mounted on 4 wheel wagon, with 8 horse Vertical engine mounted on 2 wheels, 


with main belt, and complete ready for work, as above........seeescsereseneeeee BBaceidecoecancongenes 
If Separator is wanted not mounted on wagon, deduct............ Eoncessucratccsestesnervacecnstans 
If Separator is wanted on 2 wheel truck instead of on wagon, deduct...........ceceeeeerseeeeeeees 
If Hinged Stacker is wanted, add.......scesesereeeee ecevecceees aeceuesceesssccceressesies Seve snciniseseeens 


Price of Farquhar’s Rake Separators with Horse 


Power. 


2—Rake Separator, as described above, with 6 to 8 horse Climax power (as described on page 81), 
connected by gear on main belt 100 feet long, as desired, both mounted on wagons, and every- 
thing complete ready for work, making a perfect horse power outfit.........sseeeeceeceeeeeceeeeeees 

9—Rake Separator with 8 to 10 horse Climax power, both mounted on wagons, complete ready 
for) works7a5/ descr beduahOvereracescoo-caevansint=cesosctucmancdedctescinccretecsccverer deesseass cseccneneeers 

2 —Rake Separator, as above, with 8-horse Farquhar Dingee power (as described on p 
both mounted on wagons, complete ready for work, as described above..........sssesee+. , ees 


If wagon is not wanted for Separator, deduct $40, and for POWEF........csscseesesecesenee, 


Merling edi stackertsnwanted pad G.-wassccccsatecoess stores ast eendsecs oceeceeneemttinercccsen eats 
3—Rake Separator, as described above, with 4 to 6 horse Climax power (as described on page 

81), connected by gear on main belt, as desired, both mounted on wagons, and everything 

completeiendy for wolernmeearensrswhenacsaneacsouccrsunevsescatsa- screed esaendcesseamete atest cceacs saeters 
3—Rake Separator with 6 to 8 horse Climax power, both mounted on wagons, complete ready for 


WOLKs) aS esCmbeduabOVGrenessascenesedtensascvasreiseserees AGP CSep dicot ot BaaBuocdschocarccnaoninacigsoocarences 


If wagon is not wanted for Separator, deduct $40, and for pOWEL..........seseseeecenecesusesevsese 


If Hinged Stacker is wanted, add............066 ROCCE IOC OCRECEO Reeeerervedecieoredaesauraticcentenonre 


425 


455 


470 
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No. 4 Rake Separator with 3 to 4 horse Climax power, both mounted on wagons, connected by 
gear or main belt as desired, and everything complete ready for work, as above described. $850 


No. 4 Rake Separator with 4 to 6 horse Climax power, both mounted on wagons, complete ready 
for workiias jabovesdescribed: .).te..cee eee CORO  oonee eee EEE Eee eee 370 


No. 4 Rake Separator, as above, mounted on 4-wheel wagon — with 4-horse Pennsylvania down 
power (as described on page 83), with all connections, complete ready for work.......... 325 


No. 4 Rake Separator, mounted on 4-wheel wagen with 6-horse Pennsylvania down power, as de- 


Serloes! Hoon alll compiles meachy tor VAOIRs ocosoonsascccnaess550de0000000000 SoO0QS 340 
If Separator is wanted not mounted on wagon, deduct...........--.0200-20-0- eee eee 40 
If. Separator is wanted on 2-wheel truck instead of on wagon, deduct................. D6 20 
If railway power is wanted not mounted on wagon, deduct.................-..22.2.00- 6 50 
Tf railway power is wanted on 2-wheel truck instead of on wagon, deduct............... 35 
If Climax powers are wanted not mounted, deduct for wagons as follows —for 3 to 4 horse, 

$40, and for 4 to 6 horse................ ENR ac cae erie eeavelate) Sie 8 Sea wis tecs ee Saha 45 
Tf Hinge WStackersis wanted,yaddhcmmrtepprterferleeeiee tive cebiskas tele kestrel 20 


Extra b, fd wheel and block enabling geared horse power to be used with belt, $5 net extra. 
4 


FARQUHAR OVERSHOT THRESHER AND WINNOWER 
FOR RAILWAY POWER. 


SEPARATOR WITH RAILWAY POWER. 


This Separator is especially adapted to the 2-horse railway power, or 4-horse lever power, and is 
remarkably simple, light of draft, and efficient. It will thresh and clean from one to two hundred bushels 
of wheat, or twice the amount of oats per day, and without waste, and is the only Overshot Separator that 
makes the grain perfectly clean. 


THE OVERSHOT SEPARATOR. 


Is lighter of draft than the Undershot, and is especially adapted to the railway ortread-horse power. 

Our Overshot Separator is now in all respects equal to the Undershot, being supplied with roller 
fan, chain belts, counterbalanced rake, etc. 

For prices of Farquhar railway horse powers, see page £6. 


A. B. FARQUHAR CO., LIMITED, YORK, PA. 


LOW DOWN CHAMPION THRESHING MACHINE. 


It is the lowest machine on the market, being only five feet, four inches from the floor to the top of the deck. 
The Cylinder is the lowest, being only four feet, four inches from the floor to the cylinder box. 

The feeder’s platform is the lowest, being only twenty-three inches from the floor. 

It is the lightest machine made, weighing fully 1,000 to 1,500 pounds less than any of the same size in the market. 


This cut shows the left hand side of our Low Down Machine, and shows the manner in which it is belted, saving a large amount of friction on the bearings and 
boxes. The pulleys for belts on cylinder shaft are on one end of the shaft. The belts which drive the separator and fan pull in opposite directions from the main belt to 
the engine, thereby greatly reducing the friction on the cylinder boxes. The belt on the shaker, or agitator shaft, which drives the stacker, pulls in an opposite direction to 
the one running on the shaker, or agitator shaft, to the cylinder, thus doing away with a large amount of friction on the shaker shaft and boxes. 

This cut plainly shows the belt guide, which every good thresherman knows the value of. It also shows the stacker folded and ready to move. The windlass 
shaft upon which the stacker ropes are wound is supported by bracket boxes, On the end of the windlass shaft is fastened the gear wheel into which the smaller 
pinion meshes. This revolves upon a stud (or short shaft) projecting from the bracket box. The handle is attached to the pinion, the catch or dog with weighted end, 
engages with ratchet wheel immediately inside of the large gear wheel and locks the windlass at any point desired, One man can easily raise and lower the stacker with 
one hand. See page 74 for prices. 


A. B. FARQUHAR CO., LIMITED, YORK, PA. 
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A. B. FARQUHAR CO, LIMITED, YORK, PA. 


Showing position of shaker or straw agitators, also cylinder, grain table, fan and various other working 
parts. The rear or separator of this machine is 19 inches wider than the length of the cylinder, making a 
flare of 9% inches on each side. This gives the cylinder a chance to spread and thin out the straw to the full 


width of the machine, thus insuring a perfect separation of the grain from the straw. 


a4 A.B. FARQUHAR CO), LIMITED, YORK, BA: 


Price of Farquhar Low Down Champion. 


No. 9g—Machine, 24-inch cylinder and 43-inch separator, mounted on 4-wheel 
wagon, with 18 feet folding hinged stacker and hoisting rig, Farquhar’s 
patent tailings elevator, with feeder’s platform and side table, all belts 
(except main drive belt from power or engine to cylinder) with all sieves 
for wheat, oats, &c., wrench, oil can and usual extras, whiffle-trees and 
yoke. Capacity 30 to 50 bushels of wheat.. ea@, fm 50 to 100 bushels 
Oats Per NourRis esas Seabee earn aatanc has Mae ae eetaan comer Mee eee $ 370 


No. 11—Machine, 27-inch cylinder aud 46-inch separator, mounted on 4-wheel 
wagongcomplete as above. Capacity 60 to roo bushels wheat, and roo 
tomso: bushelspoatsn per Outen seeeer ee rerr Cer ene here ee enemerenssdc cence seats 410 


No. 13—Machine, 30-inch cylinder and 49-inch separator, mounted on 4-wheel 


wagof’, complete as above, capacity 80 to 120 bushels wheat, and 120 
to ‘Tageaushelsjoatsiiper noun: een vepenae nascar eRe eer easss-ceeuisasls AsO 


No. 15—-Machim., 33-inch cylinder and 52-inch separator, mounted on 4-wheel 
wagon, complete as above, capacity roo to 140 bushels wheat, and 150 

(HO) Hee) OWS OVSIS BNES [Se GOW. cccanconcdeosonsbooonganoos6000 NbobeSabEposuDEoesOD0S 450 
If machines are wanted on sills, not mounted on wagons, deduct from 

ADOVE PriCe. aur wanba see nee eee ane soaba od ocoduahoca se aa BME BE EB GUnE CORSE eS 45 

Extra for, Sider Gears iit asec swcsce nara eee eee eee ce ce cemecictione tes demine sles 25 


Price of Farquhar Low Down Champion 
Connected with Engine. 


No. g9—Machine, complete as above, with 6: horse power Ajax portable engine, as 
described on page 95, both mounted on wagons, with main belt and 
eveything) completenieagy tom Wionkpaemerenerrene secre sceeecece-ceeeeeeracte $ 860 


‘No. 9—Machine, complete as above, with 8-horse power Ajax portable engine, as 
described on page 95, both mounted on wagons, with main belt and 
everything (completcmneadiyftorswionkeeeremnn tere. etee cere errs etre eeeerr a: 890 
No. 11—Machine, complete as above, with 8-horse power Ajax portable engine, as 
described on page 95, both mounted on wagons, with main belt and 
jenythingcompletemeady fomwonktererdcemeeecceseeecee cet aeeeeeeereeee 940 


, shine, complete as above, with 8-horse power Ajax portable engine, as 
escribed on page 95, both machines mounted on wagons, with main 
beltrandteverythingacomplete: readiyatoriworkanreemseeee eee ener .. 965 


No. 13—Machine, complete as above, with 10-horse power Ajax portable engine, 
as described on page 95, both machines mounted on wagons with 
main belt and everything complete ready for work..................:00e000 1,050 


No. 15—Machine, complete as above, with ro-horse power Ajax portable engine, 
as described on page 95, both machines mounted on wagons, with 
main belt and everything complete ready for work.............:.see.sceeeees 1,075 


No. 15—Machine, complete as above, with 12-horse power Ajax portable engine, 
as described on page g5, both mounted on wagons, with main belt 
everything complete ready for WOrk..............0000 sesseceencereceeencnrerees 1,145 
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PLAIN THRESHERS. 


UNDERSHOT AND OVERSHOT. 


We make several styles of open or plain Threshers, which are unsurpassed for threshing 
wheat, oats, rye, buckwheat, rice, or any other kind of grain. They are extensively in use 
and are very popular where known. 


Pee O UTTAR SS. PA BENT, ex GIN 
TARESEUN G WENGE No. 1. 


The Thresher is constructed precisely as in the Separator with iron sides, wrought iron 
cylinder and concave bars backed with wood and spikes of the finest $teel. They are 
either belted or geared, the latter having STEEL PiNIONs on the olin The pulleys 
of the belted machine are covered with leather to prevent belts from§slipping. THE 
SHAKER is driven by a crank secured to the frame of the machine. ‘The vibrating part is 
light and strong and separates in a very thorough manner. The shaker can be detached 
from the machine in a moment and folds up in shipping. 


PRICE LIST OF FARQUHAR’S WROUGHT IRON THRESWERS. 


3o-inch Thresher for belt, with patent shaker and extras, wrench, oil \\can, 


spikes, etc. . . . Si, Shes coc RR fone EMG RRR 7 EL OO 
30-inch Thresher, without cere pst Tinie. etic: Bee keys OOOO 
30-inch Thresher, with szde gear, patent Neaven ane extras, reten: oil can, 

MORES) Gee boc 1 Oe GSI Se -e Sh OR ee 6. OOS 

Price of patent hehe es 30- Fr ise: Neen eae ae ee te se MME TICS OO 
25-inch Thresher for belt, with patent shaker and extras . . . ..... 2... 70.00 
2 ee se without shaker... . BSc va) 0 EOL ane oo ~ ByAe® 
gl & side gear, with patent sneer ancl extraswia.:” (meme SNict elves by @yatora 
ceed ss without shaker ... . Tt, SRC WS se RO om ete TV ROLO 

Price of patent shaker for 25-inch resnee Pra eee rarc ten S cc Guarani fuls ThieVoXe, 
peace heb breshentompelt,awith) Shaken! <uecue. sys enc) aes) heii enol 300 
22 <s ce WHINE? Seacg 6 aviobdra o.6 0 0 o 6a 2s Ratee 


Dips GB SCS Sees Van GaeliGe ail OFS 4 5 Go MG 0 6 6 bo oe oe COKE 
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PRICE LIST OF FARQUHAR’S PATENT IRON THRESHERS WITH 
HORSE POWERS.—NOT MOUNTED. 
(SHAFTS AND PINIONS STEEL.) 
30-inch Thresher, as above, with patent shaker with belt or gear and 4 to 6 horse 


Climax power, complete... . SO RE pte) Renee sb 10x00. 

Same as above, with 6 to 8 horse Glmacr power .: . 56 8 LECH 
25-inch Thresher, as above, with belt or gear, with shaker vend 4 to 6 Moree Climax 

power, complete .. . SRAM SN Ae eM a nae nays NO OLOO. 

Same as above, with 3 to 4 hoes Glimae DOWCE auiewe go 5 WOR. 
22-inch Thresher, as above, with belt or gear, with shaker ancl 3 to 4 ore Climax 

power, complete .. . aes So ae RMR GR ER oe tat Sots. ERIE OO 
22-inch Thresher, as above, Sichout chal Eyed aiken ; 3) Soe 44200 


All complete machines are provided with belt or meena Eoeerons: as desired, and 
with monkey winches, oil-cans, extra spikes, etc. ‘Geared machines have steel pinions. 
If Pennsylyahia powers are wanted, price same as above. 


PLAIN OVERSHOT THRESHERS FOR 
RAILWAY POWERS. 


These machines are especially designed for use with railway or other light horse powers. 

They do not thresh quite so fast as the undershot machines, and always run by belt. 

They are very quickly and easily set and put in operation. Have leather-covered 
pulleys, steel shaft, and are suited to small crops. 


30-inch machine, complete, with shaker and extras ............ .- - $65.00 
Bon ie ee without Shakers 4007/52) \0. es Celta ae eC ae ECC OO 
2ICv tice sf with Shakemamndkextras\ ie eimel ames ii tei ant here OOLOO 
Dic nace fe without Shakermiius) 07 cen ieee een eae eee OF 
22 wath) Shaker amd) €xttasia yin ymin tea eer CICS OO 
ag af without shaker. . . . 47.00 
30 ‘ ‘Thresher, as above, mee with shaker, main belt, an ee on 2- ee 
railway power... . : PEAS os 2 Osh GND t i Ge ae aer a2 2OLOO 
BON MY i with 3 to 4 horse Glimae POWER 00) (ee Ut einer ee OOFOO 
a0), s e pl) AtONOM ia: re FE vee Magee at eR aN DUTG TAO) 
BO & ‘s CO ANEOVN OPE is Pennsylvamia power... 175.00 
25-inch Thresher, as above, ne with shaker, main belt, and extras, cand 
1-horse railway power .. . 2) nso ogee cael LO 2EOO 
25-inch Thresher, as above, with 3 to 4 hoje Climene power... obo) PEAS 
gay it se cee with shaker, main belt, eal es and 
t-horse railway power .. . od digest eo. a Se SE EEO EROS. 


22-inch Thresher, as above, with 2 to 2 Nore Climax OWES 6 6510 6 6 0 6 4 HALO 
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1HE, COMBUNED 
TERE SHER AND SEPARATOR 


(OR CLEANER) FOR RICE, 


Is in general appearance like the machine for threshing and separating wheat, but is 
built stronger to sustain the greater strain, and the spikes are differently shaped, 
There is more space between the concave and cylinder and less speed of cylinder 
to avoid cracking the kernels; it is ample, however, to thoroughly thresh out the grain 


is done in the same manner as in the wheat machine, delivering the rice perfectly 


from the straw. 


THE SEPARATING AND CLEANING 


clean ready for the hulling mill. It is in every respect a first-class machine, and gives 
perfect satisfaction. Every machine is provided with an improved Elevator to carry 
all unthreshed heads, etc., back to the thresher. 

For price list of Rice Separator alone, or with steam engine and horse-powers, 
see pages 66 to 68, adding $25.00 for cost of extra iron plating and pulleys. 


Farquhar’s Rice Separator was awarded the Medal at the Centennial, 


REPORT OF JUDGES: 


For great strength, simplicity, and efficiency, and for the following specialties : 
Peculiar form of drum and concave, teeth of which have rounded backs and beveled 
edges in order to avoid breaking grain; for vibrating ribbed iron carrier and mode 
of separating grain from straw and clearing it effectually of all impurities ready for 
the mill. 
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Pl eb Nba iEbheorh ER ak O Rok LCE, 


WIERD “PALE Nai Si AKER 


TO SBREAKAGE ssGiRAWOAND GRAIN. 


A STRONG WROUGHT-IRON CYLINDER 
THRESHER, | 


Made like the threshing part of the Separator. The Shaker, as its name signifies, shakes 
up the straw and permits the grain to descend through perforations in the bottom, but it 
does not clean out the chaff. With this machine it is necessary to have a Fan. (See 
Grain Fans, following page.) 

We also furnish these Threshers without the shaker to those who desire them so. But we 
recommend all to use the shaker, as it saves the labor of at least two hands. To induce pur- 
chasers to take the machine complete, we put the shaker and attachments at about cost. 

We have long made the manufacture of Rice Threshing Machines aspecialty, and claim 
that the Farquhar Rice Separators and Threshers will do better work than any other in 


the market. 
For price list of plain Rice Threshers (same as wheat threshers), see pages 75 and 76. 


30 A.B. FARQUHAR ‘COZ CIMEEE DS VORK SEA: 


HORSE: Qa Gilets: 


The Horse Power is one of the most important implements, and probably the most 
difficult to keep in order; too much care, therefore, cannot be used in selecting the very best. 
We have long made the manufacture of Horse Powers a specialty, and can safely reccommend 
our IMPROVED IRON-GEARED PoOWERs to be all that we claim for them. 


io G 
7 


Ss) 
= 


9 @ e 
Farguiar’s Patent Glimax Tiiple-Geared Powers 
% 
farquhar’s Climax Horse Power for threshing, ginning, and general farm use, ranks 
among the best, being the result of many years’ labor and the expenditure of thousands of 
dollars in experimenting. It is remarkable for its light draft, simplicity, great strength, and 
durability It is fitted up with as much care as a piece of cotton machinery or steam engine, 
and will last as long. The rule ‘‘the best is the cheapest,’’ applies with special force to 
Horse Powers. By one breakage, a farmer frequently loses as much as the power costs. A 
cheap power is short-lived and but a continual source of vexation, besides requiring one or 
two extra horses to overcome the friction. 

We have placed the price of our ‘‘ Climax’’ as Jow as a first-class Power can be made, 
and have faitl/that the intelligence and good sense of the American farmers will enable them 
to décide bet}-een a really excellent and an inferior article. After a careful examination of 
the leading Hg>rse Powers in use, we claim, without fear of successful contradiction, that 
“<The Farquhar Horse Powers” are the most perfect machines for the transmission of 
power that have ever been brought before the public. 

The Climax power is Triple-geared, the strain being divided so as to prevent breakage 
or wear. 

The gearing is all connected by one strong iron frame, and there can be no derange- 
ment or decay. 

The levers are so arranged that the strain of the team is thrown upon the iron stay-rods. 
or braces, and can be taken off or put on in a moment, without loosening a bolt. 

All of the boxes are self-oiling, and the whole machine is constructed with the precision 
of clock-work. 

It is strictly portable, it may be moved and set ready for use in fifteen minutes by ordi- 
nary farm laborers. 

The pinions are large and made of steel to prevent wear or friction. As steel pinions 
do not wear, these Powers always run smooth and light. 

Medals and Diplomas of Merit were awarded A. B. Farquhar at the Centennial for 
Hor:e Power. 
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CLIMAX HORSE POWERS MOUNTED ON WAGON, 


Wheels do not have to be taken off to use—levers pass over. Can be set up in 
twenty minutes, ready for work. Powers mounted on wagon have a driver’s seat with 
place to carry levers, braces, shaft, pully block, and everything belonging to the power, 
and are furnished with single and double trees and neck yoke—a complete outfit. They 
are guickly set for use, requiring no lifting. 


PRICE LIST OF FARQUHAR’S PATENT CLIMAX TRIPPLE-GEARED 
HORSE POWERS. 


No. of |No,Horses| No. of | Down Powers | Price of Price on | Price on | Weight on 


Power. | suited for.| Levers. | weight, Ibs. | Down Power.| 2 wheels. | Wagon. Wagon. 


$150.00 |$175.00 $195.00 2400 


140.00 165-00 | 185.00 | 2400 

I10.00 135-00 | 155-00 2200 

95.00 120.00 | 140.00 1850 

80.00 100.00 | 120.00 | _ 1600 

75-00 95-00 | II5-00 | 1400 
| 


The shaft makes ninety revolutions to one of team, or about two hundred per finute, 
in all of these powers. Each power is furnished with shaft, band-wheel, and pullyyblock, 
or if for geared machine three extra shafts and connections in place of band-wheel and 
pulley block. 

At an extra charge of five dollars, all powers for geared machines are furnished with 
band-wheels and fixtures for driving corn-shellers, circular saws, etc. 

Farquhar’s Patent Climax Tripple-Geared Powers are warranted among the best, 
strongest, dightest draft, most durable, and most economical in use. 

All persons buying threshing machines for merchant work should get the Climax Power. 


TO SET UP AND RUN THE MOUNTED OR DOWN POWER. 


Let the wheels into the ground five to ten inches, hook the stay braces into the eyes 
provided for them on cast iron socket, place the end of wood piece of brace in the place 
provided for it on the other socket, thus forming the letter V, the point of which rests 
upon the ground and is secured by good stakes. Put on levers, etc., same as for down 
power. 
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Couple on the shaft, taking care that the pulley block is placed so the shaft will lay 
true and square in the box. When‘properly adjusted, secure the block by one stake at 
each end, and two on the side away from the power. If the power has a band-wheel,. 
open a trench sufficient to clear the wheel and belt, and always when possible set the 
power so the s/ack belt will run on the ‘‘idle” pulley, also bore a hole and put a pin in 
the stake at end opposite to idle pulley, to keep it from raising. 

For a “down power” put in good broad stakes at corners of frame; two of them 
should be hooked or have pins and be placed on the corners that are inclined to raise. 

Do not use a stable door with a chain or hasp hanging down for a driver’s platform. 
My Powers are warranted, and I seriously object to replacing, gratis, gearing broken in 
this way. 


Fig. 2—IRON WORK TRIPLE- 
G2) GA De HONS: POX Isis. 


Showing plan of construction. ‘The strain being divided 
among so many cogs, is the secret of its strength and 
\\Y durability. 

in putting this power together, be careful to place the 
marked cogs of the spur wheels, as shown by the arrow- 
head, into the center pinion, so as to have an equal num- 
ber of cogs of the pinion between each marked cog of the 
wheel. ‘This is necessary to make the master wheel geat 
in properly. 


FARQUHAR-DINGEE HORSE POWER. 


ie 

In af idition to the Climax Horse Power, referred to above, we offer the latest improved 
Dingee§?owers, of which we make three sizes, always mounted on four-wheel trucks. 

ThiS double-geared horse power is beyond question the most perfect in use and has 
been adopted by the largest Threshing Machine Manufacturers in the West. 

It is remarkable for durability, ease of draft, and freedom from breakage. It is claimed 
as the lightest draft power in existence and is so simple that any boy can manage it. It is 
adapted to from six to twelve horses, and may be arranged to run any required speed. The 
power is speeded about one hundred, unless otherwise ordered. The Society for the 
Prevention of Cruelty to Animals should certainly award a medal to Mr. Dingee for the 
inventing of this power. It is thoroughly protected by patents and is warranted the best 
made in this country. Thousands of them are in use, and so far as I have heard not a 
single wheel has broken. 


PRICES OF FARQUHAR-DINGEE POWERS. 


8-Horse Power on Four Wheels, complete... .-. +--+ ++ 5+ 8% . $200.00 
To Ye é 210.00 


12 6“ a ce PR Oren Kee teren SOs OMG, O° 0M, 8 SOOO 


83 


A. B. FARQUHAR CO., LIMITED, YORK, PA. 


PENNSYLVANIA HORSE POWER 


THE PINIONS ARE MADE OF STEEL, AND WILL NOT WEAR. 


= _ = uti 
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This power is largely used among Pennsylvania farmers. It is light of draft, durable, and simple in construction, containing 
only two large cog-wheels and two pinions. ‘The master wheel gears into a pinion upon shaft of bevel wheel, and the bevel wheel 
engages with pinion upon end of line shaft, and is held in gear by a roller or traveler. They are finished complete, ready for 
work. ‘lhe speed of band wheel is 80 revolutions to one of horses, and is adapted to either geared or belt machines. 


PRICE LIST OF PENNSYLVANIA HORSE POWERS. 


Price of 6 to 8 Horse Pennsylvania Power, Down, - - - STIO.OO) | = - Weight, 1500 lbs. 


«“ 


ins 4 to 6 “ “cc “cc «e ae e A = 95.00 5 by 1400 


cc 
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EUREKA COIL SPRING OR EQUALIZER, 
FOR GEARED THRESHERS. 
SAVES POWER, GEARING, AND HORSES. 


Any one familiar with horse power knows that the draft of the horses is very irregular. ‘The thresher cylinder 
-iis a heavy body, and, running twenty-five or thirty times faster than the horses, must have immense leverage over 
them which can only be controlled by this device. 


The Patent Eureka Coil Spring, being a reservoir of power, utilizes every jerk and gives out 
every pound of power it receives; thus the cylinder is moved by an elastic and uniform pressure, 
and absolutely secures the gearing from breakage. 

EXPLANATION OF ADVANTAGES, 
In case of a choke making the cylinder lose speed, the momentum of the horse power will cause the 
spring to w ind up instantly in proportion to the resistance, and this power w hich is stored up will be 
exerted on the cylinder, making it instantly regain its former velocity withou. jerking the horses. In 
other words, the extra strain comes on the spring instead of on the horse's shoulders. 


Price of Spring Box and Coupling, ready to attach to tumbling rod of horse power, $12.00. 


FIORSE POWER JTACES. 


oy 


© ) 


We do not recommend the use of Jack when it can be avoided, for the reason that a direct connection between 
the power and the machine, either by belt or rod, is the most economical in power. But w here it Is necessary to 
increase the speed of the power or to save digging pit for the large band-wheel, it is necessal 
‘when it answers an admirable purpose. 


to use the Jack, 


SPUR GEAR, TWO-SPEED 
JACK, Iron Frame. 


Is suited to any kind of horse power, and is strong, 
runs easy, has self-oiling, anti-friction boxes, and 
two speeds, one suited for threshing, the other for 


<> REVEL WOK 


Where it is desired to run the belt at a right 
angle to the power, we furnish a Bevel Jack with 
gear set iniron frame, self-oiling, anti-friction 
boxes, and made in the best style. 


PAROURAR’S UNIVERSAL) ACK 


We recommend this as the best. Jack in use, as the wheel may be set in any position, right or left, verical 


or horizontal. t 
Exe complete—Spur Gear, Two-Speed Jack.......c.csececesrnsceresesssrscnces coves SC CEIQCODORCRON OCC nan OSEROREORE $18.00 
Bevel Gear, Single-Speed Jack.......... ce 12.00 
< € Farquhar’s Univ versal Jack...... soduvapmetise 18.00 


HORSE POWER SHAPER #€OUPLINGS: 
This cut represents an improved safety coupling for tumbling rods used in geared machines. They present on 
the outside a smooth, round surface, and will not wrap straw or catch clothing. 
iGO MU Miversalmoalcry  Ooupinp nets Sch setatersavenrstaceereecnsanesrestcescatasca-cdaceerssesudaaactclsccnns deere 


Ke Farquhar’s Patent Kenuelle: Joint Coupling, per set.. aeiteven eves 
Wrought Iron Shafting fitted for couplings, 12 cents per foot. 
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PARQUHAR'’S DOUBLE-GEARDD) Sil EE Resins 
RATE VW AWS ELOINS ee ON ae ne 


Warranted equal to any in use for threshing, ginning, and general farm use. 

For those who have stock of fair weight, the Railway Power is an excellent machine 
by which to convert animal power to mechanical uses. Remember, it is weight that 
is effective in this kind of power. The proportions of these machines are such as 
long experience has proven to be correct. The Lagging is of oak, and other parts of 
well-selected wood and iron. The small wheels, or rollers, that support the apron, or 
bridge, are of such a size as experience indicates to be the best for durability, light 
draft, etc., ind the shafts are of steel. 

Some faanufacturers have claimed, and support by lengthy arguments, that a large 
wheel givgs an increase of power corresponding with the increased size of wheel. To 
this I only say, that if an increase of power followed, in any ratio whatever, an 
increase in size of the wheels, it would only be a question of exlargement of these 
wheels to make ove horse do, not the work of ten or one hundred horses, but might 
have his power so multiplied as to drive all the machinery of the world. Thinking 
men will not be misled by such sophistry. 

These powers are all provided with safety brake, which stops the power in case 
the belt flies off. 


PRICE LIST. 

Two-Horse Railway Power, Steel Shafts, Double Geared...........+ sued seeslensseseslsacesea Baiinenenslsieelcelsslesirs $140.00 
Mounted on Four-Wheel Wagon, front wheels come off while in Use.......+.++++++seseeeees 

ag “.Two “ Truck, which does not come off while in use 
One-Horse Railway Power, Steel Shaft, Double Geared .......sscssessseeceeeesenesenenencecenscnnecccercucsescess 
Mounted on Four-Wheel Wagon, front wheels come off while in US€..........++2.-sseseeeeeseenenerrennecsenneee 

§ “ Two “ Truck, which does not come off while in USE..........sssceessecssesenstesenessuseneners 
Diameter of Band Wheel 6 feet 4 inches. 80 Revolutions per minute. 


a ee 
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Farquhar’s Improved Patent Gin Power. 


Few persons can have had greater experience or closer practical acquaintance with Horse 
Powers than we have had. We commenced their manufacture nearly twenty years ago, and 
have given this branch of our business the closest attention ever since, and, without boasting, 
we assert that we know what constitutes a good horse power for ginning cotton, and offer 
those described in the following pages as the very best in use. 

Planters have been so badly imposed upon in the purchase of their gin gear as to be very 
properly a little skeptical of all improvements however plausible. We will, therefore, assume 
all risk ourselves, and agree to give a fair trial before paying, to all who will satisfy us of 
their responsibility and good faith. Among the advantages claimed for our gin powers, are 
the following : 


THE MATERIAL, 
Especially the iron of which they are made, is very carefully selected, and isthe strongest the 
market affords. They are very carefully proportioned and the cogs all made with mathemat- 
ical precision, so as to combine the greatest strength with least friction. 


THE PINIONS 
Are all made of steel, and do not wear, thereby protecting the shape and durability of the 


cogs of the large wheels. 
THE BOXES 


Are self-oiling and lined with anti-friction metal. 


THE FRAMES 
Or Sills are made of the best white oak. 


THE KING OR MASTER WHEEL 
Is a strong bevel wheel, turned true on the under side of the rim, and is supported in its cen- 
ter by a step box, but its weight is carried upon three rollers, or travelers, placed under the 
rim, one of which is directly under the bevel pinion. These rollers, like the rim of the wheel, 
are turned true, insuring the wheel to revolve true and smoothly. 


THE KING-POST 
When furnished by us, is of square wrought iron, passing through a corresponding hole in 
the hub of the master wheel; the shape of this hole is such that the wheel is nc\ affected by 
the king-post becoming slightly out of perpendicular, as it scmetimes will, by th} settling of 
the gin-house. 
THiS 1S 

The only power in use that is not deranged by any amount of sagging of floor upon which it 
rests. ‘The king-post, as stated, is square and plays through the hollow spindle of driving 
wheel. It is very simple of arrangement and strongly made. Persons who desire to make 
their own king-post, and thus save the freight on the iron post and levers, will order 


THE WOOD POST POWER, 
Which will include all the gudgeon rings and step box, but not the post itself. The upper 
gudgeon of the wood post power has a square stem, and adjusts itself to the wheel precisely 
as the iron post does. 
The illustration on next page represents the zvon fost power in position. 
The wood post power is set up the same way, and is inall other respects precisely like it. 
Prices on page 92. 


OR me 
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be iuill! 
WITH IRON FRAME AND IRON KING-POSTS. 


THE PAROUHAR aE Nw 
| IRON KING GIN POWER. 


WITH EITHER IRON OR WoopeENn Kinc-Posts. 


The above cut represents my Improved Patent Horse Power, made especially for 
driving Cotton Gins. It is the only power in use that is not deranged by any amount of 
sagging of floor upon which it rests; and the gearing, being set in an iron frame, is not 
damaged by the weather. 

This Power runs light for two horses, and cannot be broken with eight. When ordered 
with iron king-post, a mechanic is not needed to put it up. The frame-work rests upon 
the floor of the gin house, as shown in the engraving, or when there is not space to spare 
in the ginning rooms, it is just as well to bolt it up against the under side of the floor- 
timbers, a portion of the band-wheel only coming through the floor. 

The levers are attached to the iron king-post by means of a socket. The lower end 
of the post rests in a step box (or ink, as it is sometimes called). Would recommend the 
iron king power with wrought iron king-post as the best and most economical gin power 
in use. See price list on next page. 
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PRICE LIST OF FARQUHAR’S PATENT BEVEL GIN POWER, 
WITH IRON KING-POST. 


TOMB ROStyEIORSEUDO WEN! vp use bet eae) wine, Ae 1125 pounds. 

Wirouchtetroneaimsemostienteset 1 ll) 6 a ss 50a | Aros 5's 14.00 
Gastemead piece fom leversi. 47 jj .¢.) is) 2 be aa. | E20! y 15 5-00 
SLED MOXI Pou yoy Salone 3 OE CaS coer Come Tigh Pye 46 1.00 


Tron Post Power, Semaine 1670 pounds, 


11 levers and braces are wanted, $7.00 extra, but parties usually prefer to furnish 
these to save freight. 
Power required from 2 to 8 horses, depending upon size of Gin and amount of work. 


Sryvee GIN POWER WITH | 
WOOD: KINGEPOST. .; 


I make these Powers same as above, but with iron gudgeons and rings (see Figs. 2 
and 3) for upper and lower end of wood post, to suit those who prefer furnishing the 
posts themselves. 


PRICE LIST OF FARQUHAR’S PATENT BEVEL GIN POWER 
WITH WOOD KING-POST. 


Weight. Price, 

Wioodehosmhower me. . >... ... s).5%. 4 | obras. pounds. $115.00 

Wppemeudseonmwithenngs 4). 5. 2.2. ell BEO)) ee 7-00 

Lower se * eC SS oA fo Foro oes Bo). eo 2.00 

SLED) DOR ee “25. = PME sera ls! se Sol Ghose 1.00 
Wood Post Powe Eomplcte Pons eee . - «| 11420 pounds: $125.00 


AWARD AND MeEpat To A. B. FARQUHAR FOR Horse POWER FOR GINNING COTTON, 


REPORT OF JUDGES FOR FARQUHAR’S PATENT 
GIN POWER. 


For the power of adjusting both vertically and horizontally, which is very important, 
as owing to faulty construction the floors of gin rooms frequently sway in consequence 
of heavy load and too long supporting timbers; and but for this arrangement the gear 
will inevitably get out of order. 


(Signed) Joun BRADFORD. Joun CoLeMan. 
E. OLDENDORFF. JAMES BRUCE, 
EKEDA KENzoO. 
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Four Gold Medals with the Highest Prizes were awarded A. B. Farquhar 
at the World’s Centennial Exposition at New Orleans upon 


The Farquhar Vibrator, Sew Mi 


—AND— 


Ajax Portable Steam tngine 


The implements and machinery from the Pennsylvania Agricultural Works uniformly ob- 
tain first premium in competition throughout the world. Everything is warranted. 
Prices are made as low as consistent with first quality of material and workmanship, hence 


purchasers run no risks. Our customers are our friends and always treated as such. 
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STEAM ENGINES. 


We have long made a specialty of steam engines, making all sizes, from the Small Vertical Engine to Sta- 
tionary Engines of hundreds of horse power, and so far as we are aware every engine and Lviler that has been 
turned out of our works is still in successful operation. 

We have never had a boiler to explode or give way, nor has there been any trouble with our engines. 


AGRICULTURAL ENGINES A SPECIALTY. 


Every large farm or plantation should be supplied with its own Portable Steam Engine, from 5 to 15 horse 
power, depending upon amount to do. 

For threshing, ginning, grinding, sawing wood, and, {ndeed, anywhere that stationary horse power is much 
used, the engine may be employed to good advantage, as it will do more work for the same cost. 


Our Portable Engines are among the best offered in America, and while embracing all the latest improve- 
ments, they are simple in construction, economical in fuel, easily kept in order, and very durable. They are of 
much larger rated horse power than furnished by any cther manufacturer, as you can see by comparing sizes in 
the tables. Charcoal pig-iron is used in the castings of engines, the connections are made of steel and bronze, 
the pistons double ringed and self-packing, and the boilers are made from best boiler steel, with tensile strain 
of not less than 50,000 pounds; fire boxes always of best steel. 

In purchasing a steam engine, it is of the first importance to get the best, made by a responsible manufac- 
turer who values his reputation too highly to use inferior work or material, as, aside from the endless trouble 
and loss entailed by defects, there is danger to life and limb. Now, we se!l our engines just as cheap as we 
can, and make them as well as we can, and we claim they are far cheaper in the end than some Ytre common 
engines, placed on the market only to sell, would be at even half the price. 

Would say, in conclusion, that our trade has largely increased each year, and that we now employ more 
hands in this line than any other similar factory; and this, too, without a single traveling agent. We prefer to 
give our customers the advantage ot what other manufacturers spend on the road, and rely solely upon the 
merits of our work for its sale. 

Will make special prices upon application. 

A good steam engine is much more economical than animal power when in use, and, eating no oats, costs 
nothing when idle. They will pay on any well-conducted farm of 100 acres or over. 

Steam power costs so much less than animal power, even on the farm, that it is only necessary to give to 
the public a good engine, that is safe, simple, and not too expensive, for the steam engine to become as univer- 
sal as the reaper, cotton-gin or thresher. Such an engine is as sure eventually to take the place of animal 
power on the farm as the locomotive has of the stage-horse. 

. Our Portable Engine, it is confidently believed, will meet every just requirement, and prove equal to any 
other, being, in fact, just what is wanted to do general farm and plantation work, light and easy to moye, and 
always ready to work. 

Farmers cannot afford to keep stock to do their work when steam power can be had at these prices. A 
six-horse steam engine with vertical boiler costs $350, while six good horses are worth, say, about $800, and 
$200 to $300 more annually for feed and attention. The engine puts you to no expense when not in use, and 
is in no danger from thieves; horses must be cared for always, and will eat nearly as much when idle as when 
at work. 
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Pacuies purchasing engines from us may rest assured that the most conscientious care 
is given to every detail of manufactur€, and especially to the material and workmanship. 
of the boiler, upon which so much depends. 

We shall only speak here of a few essential features. 


THE BOILER 


is made of the best grade of boiler steel, with best steel fire-boxes strongly riveted, and 
tested at double the strain that will ever be required to bear in use. No Farquhar boiler 


has ever exploded. 
THE CYLINDER 


is secured to bed-plate in such a way as to insure the engine to be always in line. It is 
accurately bored and has a spring-packed double-ring piston fitted to it, which experience 
has shown to be the most serviceable and economical when properly constructed. 


THE VALVE, 


a well-provedf pattern, made in best proportions. The valve can never raise to permit grit 
or dirt to lodg> under it and make it cut and break, nor can it “stick” and prevent start- 
ing, as is som@imes the case. 


THE GOVERNOR 


has a balanced valve and is arranged to give different speeds to the engine, and will 


perfectly control its movements. 
THE PISTON ROD, 


valve rod, crank and cross head pins, are all of the best steel. 


THE CONNECTING ROD 
is of wrought iron, with solid ends, with boxes of best composition mezal. 
THE PUMP, IF SPECIALLY ORDERED, 


on vertical and side crank engine is driven by an eccentric on the main shaft and placed 
on'the side of boiler opposite the engine, making it convenient and easy of access to clean 
the valves, etc., when the engine is in motion. C 


THE HEATER 


is provided with a coil of pipe through which the feed-water circulates, and is thoroughly 
heated before entering the boiler. The exhaust steam after it passes through the water 
escapes into the smoke-pipe in the usual manner, accelerating the draft and extinguishing 


the sparks. 
THE SPARK ARRESTER, 


of most a gRoed pattern, in the smoke-pipe prevents the escape of fire at this end of the 


boiler, and a 
CLOSE ASH-PAN 


at the fire-box makes the engine a safe one to use about barns and gin-houses. A blower 
serves to increase the draft when necessary. 


MOUNTED ENGINES 


have stout wrought iron axles. The wheels are very strong and durable; the front axle has 


a ball and socket 
FIFTH WHEEL, 


which always gives a free movement, and cannot break by the twisting incident to bad 
roads. ‘The engine is set very 
LOW ON THE BOILER, 


which avoids the tendency to overturn experienced with engines that are set high above 
the boiler. 
TWO PULLEYS 


are provided to adapt it for driving fast or slow running machinery. 


* 


A. B. FARQUHAR CoO., LIMITED, YORK, PA. 93. 


PORTABLE ENGINES, 


FOR THRESHING, SAWING, GINNING, AND GENERAL. 
FARM USE. 
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Price List and Principal Dimensions of the “AJAX” 


Portable Engines. 


MOUNTED AND ON SILLS. 


HorsE POWER. CYLINDER. BOILERS. | STACK FLY-WHEEL. | SMALL PULLEY. ON SILLS. ON WAGON, | Horsk Power. | 
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5 5. X 6 | 24 | 29| 20] 26|22 2in| 50 8 8%| 30 5 16 6 215 | 2,800 385.00) 3,200) 450.00 5 
6 5%X 8 | 26 | 29] 22} 29/24 2 in 7A || 3) 8%) 33 5% | 16 6 200 | 3,100 410.00) 3,400) 480.00 6 
8 6 X 8 | 26 | 31] 22/29/28 2in| 55 | 10 | 8%) 36 6 16 8 200 | 3,400 435.00} 3,900} 510.00 8 
10 7 CTO! || 9268 |S 7al224\'20)/32) 2h. | 63) | 10) 887) aeAo 7 18 8 190 | 3,800 515.00} 4,500] 595.00 10 
ze 8 X10 | go | 4r | 25 | 30/36 2in.| 68 | 12 | Io 44 8 es) I) 180 | 5,050 580.00) 6,000] 665.00 12 
@ 15 | 8 X12 | 33 | 41 | 28] 34|28 3 in 79 | 15 | 12 48 10 Ao |, 83 175 | 6,500 650.00, 8,000} 735.00 15 
18 Cp SRG | Bis | ve A Byala Bysinat Glo ae jp sia 48 12 30 8 170 | 7,500 695.00} 9,000| 780.00 18 
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ALL LOCOMOTIVE BOILERS HAVE STEEL FIRE- BOXES, 


The above prices are for center crank engines mounted on the boiler, with boiler on sills or wagon, and in- 
clude all fixtures and fittings complete, ready for firing up. Smoke stacks, with spark-catchers for all sizes up 
to 18 horse power; above 18-horse power, spark-catchers are not included, and if ordered will be charged ex- 
tra. Ash-pans are put under all boilers, either mounted or on sills, up to 15-horse power. If wanted under 
larger sizes of unmounted engines, they will be charged extra. Those who prefer pumps can have them instead 
of inspirators by so specifying in the order. For engines of 10-horse power and over, particularly where used 
for saw mills, we have found inspirators the most satisfactory, and they will always be sent unless orders are 
given to the contrary. It is sometimes well to use two inspirators, so that no possible delay can occur from a 
failure of the water supply. It is much better to use iron pipe for the szcféo wherever itis practicable, as gum 
hose soon gets to leaking, and causes a failure of inspirator. 


If pump and inspirator or two inspirators are ordered, a charge will be made covering extra cost. 


Always buy an engine of ample size for your work. 
soon wear out. 


Overloaded machinery, like overworked men, will 


Beware of cheap boilers. 


Few are prepared to die, and even those few would not care to be scalded ta 
death. 


The best is always the cheapest. Remember no Farquhar boiler has ever exploded. 


Mounted Engines have Springs under Rear Axies. ; 


8x 12 ENGINE IS SQUARE BED FRAME PATTERN, SIMILAR TO SIDE CRANK ENGINE SHOWN ON PAGE 111. 
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MOUNTED VERTICAL ENGINES 
A SPECIALTY. 


The Most Perfect, Complete, and Convenient Mounted Vertical Engine 
in the World. Cheapest as well as Best. 


These engines are made of the best material and finely finished; are very strong and 
durable. The Boilers are in all cases large enough to furnish sufficient steam without over- 
firing. All Vertical Boilers are made with steel fire-boxes and submerged tubes, which pre- 
vent burning out the top ends of tubes; where the tubes extend above the water, as made by 
most other manufacturers, they give endless trouble, leaking and burning out. In short, every 
objection to a Mounted Vertical Engine is here removed, and for the following price you have 
a Mounted Engine almost equal to the horizontal style, which costs so much more. 


In 


«» 495.00 


We do not furnish the front wheels, except to 
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PRICE LIST. 


For further description and dimensions, see list on following page. 


‘ 
66 


CLAAK ENE 


Price of front wheels, axle, and tongue, as shown in cut, extra...... ........... 


(6% x 9) 


The fore truck of any farm wagon will answer. 


Size of Cylinder. 


(a9 
cé 
‘ 


Prices are for Engines complete, with hinged smoke-stack, spark-arrester, governor, steam and water 


5 Horse (4% x 7) on two wheels........ 


6 


ioe) 


gauges, suction hose,—everything, in short, that a Portable Engine should have to be ready for work. 


use this Engine stands vertical as shown on following page. 


10 
order. 
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and cheap, end though not designed for as heavy service as the horizontal 
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durable as the horizontal boiler. 


Engines on Vertical Tubular Boilers. 


All our vertical boilers are dry steam, made with submerged tubes and steel boxes, and hence are as 


These are light, convenient, 
ngines, they have no superior amon 


E 


jire- 


SHOWING ENGINE AS IT APPEARS TO RUN. 


p unless inspirators are specially ordered. 
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best iron and steel, with adjustable brass boxes for crank and cross- 


; they are throughout of the dest 60,000 1b. tensile steel with steel, 
removed for repairs in case of accident. 
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PENNSYLVANIA GRAIN DRILL, 


WITH 


PORCE-FEED, BERTILIZERS ADAGE rs iNer 
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